
DOKKi.eu

CPN-1SPC
Docking station for Opticon OPN-3002 and OPN-4000 with SPC-3

Specifically designed to fit the OPN-3002i, OPN-3002n, OPN-4000i and OPN-4000n with our SPC-3-xxx Silicone 
Protective Case installed. Enjoy the additional protection of the DOKKi SPC-3 case whilst still being able to dock the 
scanner without having to remove the silicone case before docking.

The CPN-1SPC can be used for charging and USB-HID communication. By design USB-HID emulates keyboard input and 
should be manually limited to one scanner transmitting data at a time. New functionality like USB (VCP) communication 
will only become available if Opticon releases new firmware that supports this.

SPECIFICATIONS
• PHYSICAL

dimensions (W x D x H): 80 x 80 x 37 mm / 3.15 x 3.15 x 1.46 in
weight : 134 g / 4.73 oz
case material : ABS-HH
case color : black
case surface : sand grain

• SOFTWARE

driver : N/A

• POWER & CONNECTION

power supply : no power supply needed (feeds from PC's USB port)
connection : 1 x mini USB (only USB-HID supported by Opticon firmware)

ACCESSORIES

please visit our website for an 
overview of all available 
accessories
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SPC-3-BLU
SWP-3

Scan Window Protector

OPN-3002 with SPC-3-BLU docked in CPN-1SPC* 
*barcode scanner and cover NOT included

* ONLY operate with compatible scanners with SPC-3-xxx


