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CLK-4
4-bay USB Docking Station for Opticon models OPH-3000 / CLK-3000

This four-bay USB docking station adds flexibility and usability to your Opticon OPH3000, 
CLK3000 & SMART handheld batch terminals. Whilst in the cradle all buttons are still accessible
for operation. The slight angle backwards offers easy visual checking of any displayed message.
Its design complements that of the terminal.

This cradle can be used for both charging and communication. Simply connect the docking station to your system with the
USB cable supplied with your Opticon terminal. Depending on the operation mode of your terminal (serial device or 
mass storage device) each terminal will create it's own random Virtual Com Port (VCP) or Drive letter on the PC 
accordingly.

Box contents:
• 1 x CLK-4
• 1 x power supply
• 1 x USB cable

SPECIFICATIONS
PHYSICAL

dimensions (W x D x H): 380 x 190 x 86 mm / 14.96 x 7.48 x 3.39 in
weight : 1112 g / 39.22 oz
case material : ABS-HH
case color : black
case surface : sand grain

SOFTWARE

driver : no extra driver necessary for the docking station

POWER & CONNECTION

power supply : 1 x power supply, Input 100-240VAC 50/60Hz – Output 5VDC/2A
connection : 1 x mini USB (5-PIN female) rearside
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CLK-4 shown with OPH3000 and CLK3000*
*terminals NOT included


