
Description

NOTIFICATION  DISCONTINUED

We hebben de volgende alternatieven voor u beschikbaar:

L-50C (CCD)
OPR-2001 (stijvol en vederlicht design)
Voor dit model zijn helaas geen  * SERVICES meer beschikbaar
Apparatuur uit deze categorie: Scanners - bedraad

De onderstaande gegevens zijn ter referentie:

The OPR-4001 is a solid CCD scanner with a wide optical window. This device operates at a speed of 200 scans per second
for quick and accurate scanning. Available in black and white, this sleek scanner fits on every desk.

Datasheet : OPR-4001

 

Product Features

This lightweight and ergonomically shaped device fits comfortably in anyone's hand, making the OPR-4001 suitable for all-
day scanning applications.
The OPR-4001 is a plug & play device, available with the most popular interfaces: USB, Keyboard Wedge and RS232. It is
easily programmable to match your specific applications.

 

Specifications 

Models

Interface versions: RS232, Keyboard Wedge, USB
Color versions: Black, White

Operating indicators

Visual: 1 LED (red/green/orange)
Non-visual: Buzzer

Operating keys

Entry options:1 scan key

Communication

Available interfaces: Keyboard Wedge, RS232C, USB Ver. 1.1 (HID keyboard / VCP serial port)

http://www.opticon.shop/L-50C-Zwart-USB-CCD-barcode-scanner-incl-standaard-13750.htm
http://www.opticon.shop/OPR2001-usb-wedge-laser-barcode-scanner-including-stand-11645.htm
http://www.opticon.shop/barcode-handscanners-bedraad.php


Power

Voltage requirement: 5 V ± 10% (Keyboard Wedge and USB), 6 V (min. 4.5, max. 6.6 V) (RS232)

Barcode scanner Optics

Light source: 626 nm red LED
Scan method: CCD linear Sensor 2500 Pixels
Scan rate: 200 scans/sec

Supported Symbologies

Supported 1D barcode Symbologies: JAN/UPC/EAN incl. add on, Codabar/ NW-7, Code 11, Code 39, Code 93, Code
128, GS1-128 (EAN-128), GS1 DataBar (RSS), IATA, Industrial 2of5,Interleaved 2of5, ISBN-ISSM-ISSN, Matrix 2of5,
MSI/Plessey, S-Code, Telepen, Tri-Optic,UK/Plessey Postal code: Chinese Post, Korean Postal Authority code
Supported 2D barcode Symbologies: Composite codes, MicroPDF417, PDF417

Durability

Temperature in operation: 0 to 50 °C / 32 to 122 °F
Temperature in storage: -20 to 60 °C / -14 to 140 °F
Humidity in operation: 5 - 95 % (non-condensing)
Humidity in storage: 5 - 95 % (non-condensing)
Ambient light immunity: Direct sun 10,000 lx max
Drop test: 1.5 m / 5 ft drop onto concrete surface
Vibration test: 10 - 100 Hz with 2G for 1 hour
Protection rate: IP 42

Physical

Dimensions (w x h x d):
52 x 165 x 77mm / 2.05 x 6.50 x 3.03 in
Weight body: Ca. 80 g / 2.8 oz (excl. cable)
Case: ABS, White

Regulatory & Safety

Product compliance: CE, FCC, VCCI, RoHS

Downloads

Click to download Universal Menubook (605kb)
Click to download User Manual ( 241kb)
Opticonfigure Universalmenubook on-line

Enclosed items

Power supply 6V/2A (Only for RS232) Article number :

Accessories

Sold separately

Universal Menubook Article number : 10961

 

 

http://opticonfigure.opticon.com/
http://www.opticon.shop/10961.htm

