
Model : Opticon OPR-3301 (12429)
Groep : Wireless - Laser barcode scanners
Datasheet: Opticon OPR3301

Description

NOTIFICATION DISCONTINUED

Helaas is de OPR-3301 niet meer leverbaar.

We hebben de volgende alternatieven voor u beschikbaar:

OPI-3301 (Bluetooth 1D/2D imager)
[ter vervanging van een defecte OPR3301 en u wilt uw CRD3301 cradle blijven gebruiken]
OPC-3301i (Bluetooth 1D CCD scanner) met charger (CHG3201), power supply (10991) en OPA-3201 Bluetooth
Dongle
[alternatieve draadloze scannerset]
U kunt ook gebruik maken van onze * SERVICES | uitleg |
Alternatieven uit dezelfde categorie: Scanners - draadloos

De onderstaande gegevens zijn ter referentie:

1D barcode Bluetooth IP42

NOTIFICATION ANNOUNCED DISCONTINUED: AVAILABLE UNTIL STOCK SELLS OUT!

Opticon OPR3301 draadloze barcode scanner is a compact handheld laser scanner using Bluetooth to communicate with
other devices. This wireless device is equipped with an aggressive scan engine providing quick and easy scanning. In order
to increase productivity, the Opticon OPR3301 draadloze barcode scanner can read low-contrast barcodes, as well as high
density (condensed) barcodes.

Product Features

Pistol grip
The pistol grip shape of the Opticon OPR3301 draadloze barcode scanner is specifically designed for ergonomic scanning. It
naturally fits in your hand, enabling comfortable use all day. The scanner weighs about 100 grams. The housing provides
reliable operation and protects the engine from drops up to 2 meter onto concrete.

Wireless communication
The Opticon OPR3301 draadloze barcode scanner uses the widely available and reliable Bluetooth wireless communication
protocol, which allows the scanned data to be instantly transmitted to any Bluetooth capable device.
Scanned data is stored on-board the Opticon OPR3301 draadloze barcode scanner in case the Bluetooth receiver moves out
of range or is temporarily unavailable. This prevents data loss as well as loss of retracing time, contributing to continuous
mobile working.

Specifications

Opticon OPR3301 Wireless Handheld laser scanner
Article number: 12429 Opticon OPR-3301-Black incl battery pack

http://www.opticon.shop/OPI3301-draadloze-barcode-scanner.htm
http://www.opticon.shop/OPC3301i-draadloze-barcode-scanner-13724.htm
http://www.opticon.shop/barcode-handscanners-draadloos.php


Operating indicators

Visual: 1 large LED (red/green/blue)
Non-visual: Buzzer

Operating keys

Entry options:
1 scan key

Communication

Bluetooth: Ver. 1.2, SPP, output power class 2, range up to 10 m, 1 to 1 connection, master/slave mode,
authentication and encryption

Power

Current consumption: 85mA (typical use), max. 120mA
Rechargeable battery: Lithium-Ion 3.7V 1100mAh
Charging method: Separate cradle CRD3301

Barcode scanner Optics

Light source: 650 nm visible laser diode
Scan method: Bi-directional scanning
Scan rate: 100 scans/sec
Trigger mode: Manual, auto-trigger
Reading pitch angle: -35 to 0°, 0 to +35°
Reading skew angle: -50 to -8°, +8 to +50°
Reading tilt angle: -20 to 0°, 0 to +20°
Curvature: R>15 mm (EAN8), R>20 mm (EAN13)
Min. resolution at PCS 0.9: 0.127 mm / 5 mil
Min. PCS value: 0.45
Depth of field: At PCS 0.9, Code 39
40 - 500 mm / 1.57 - 19.69 in (1.0 mm / 39 mil)
20 - 350 / 0.79 - 13.78 in (0.5 mm / 20 mil)
20 - 200 / 0.79 - 7.87 in (0.25 mm / 10 mil)
20 - 100 mm / 0.79 - 3.94 in (0.15 mm / 6 mil)
30 - 70 mm / 1.18 - 2.76 in (0.127 mm / 5 mil)

Supported Symbologies

Supported 1D barcode Symbologies: JAN/UPC/EAN incl. add on, Codabar/ NW-7, Code 11, Code 39, Code 93, GS1-
128 (EAN-128), GS1 DataBar (RSS), IATA, Industrial 2of5, Interleaved 2of5, ISBN-ISMN-ISSN, Matrix 2of5,
MSI/Plessey, S-Code, Telepen, Tri-Optic, UK/Plessey Postal code: Chinese Post, Korean Postal Authority code
Supported 1D stacked Symbologies: Composite codes, MicroPDF417, PDF417
Supported 2D barcode Symbologies: -

Durability

Temperature in operation: -5 to 50 °C / 23 to 122 °F
Temperature in storage: -20 to 60 °C / -4 to 140 °F
Humidity in operation: 5 - 95% (non-condensing)
Humidity in storage: 5 - 95% (non-condensing)
Ambient light immunity: Fluorescent 3,000 lx max, Direct sun 50,000 lx max
Drop test: 1.5 m / 5 ft drop onto concrete surface
Vibration test: 10 - 100 Hz with 2G for 1 hour
Protection rate: IP 42

Physical

Dimensions (w x h x d): 56 x 132 x 113 mm / 2.20 x 5.20 x 4.45 in
Weight body: Ca. 110 g / 3.9 oz (incl. battery)
Case: ABS, Black

Regulatory & Safety

Product compliance: CE, FCC, VCCI, RoHS, JIS-C-6802 Class 2, IEC 60825-1 Class 2

Warranty

2 year Manufacturer warranty / Fabrieks garantie

http://opticon.com/terms-conditions/


Downloads

Click to download OPR3301 User Manual
Click to download Universal Menubook (605kb)
Brief setup manual for Wireless scanners (76Kb)
Opticonfigure Universal Menubook online
Opticonfigure wordt u ter beschikking gesteld door Opticon.
De inhoud en onderhoud van deze website valt onder het beheer van Opticon Sensors Europe.

Enclosed items

Hand strap
Battery pack Article number : 12901

Accessories
Sold separately

Communication Charging Cradle CRD-3301 Black Article number : 12292
Universal Menubook Article number : 10961

Let op: Wordt standaard zonder cradle 12292 geleverd.

http://opticonfigure.opticon.com/
http://opticon.com/our-story/about-us/
http://www.opticon.shop/12901.htm
http://www.opticon.shop/CRD3301-laad-en-communicatie-cradle-voor-OPR3301.htm
http://www.opticon.shop/10961.htm

