
Model : Opticon RLB-1000 RS232 No Connector (12063)
Groep : Stationary scanners Fixed Mount - With 1D Laser scan engine, IP54
Datasheet: Opticon RLB1000

Description

NOTIFICATION DISCONTINUED

Helaas is de RLB1000 niet meer leverbaar.

We hebben de volgende alternatieven voor u beschikbaar:

Alternatieven uit dezelfde categorie: Scanners - stationair
U kunt ook gebruik maken van onze * SERVICES | uitleg |

De onderstaande gegevens zijn ter referentie:

1D barcode RS232 IP54

Opticon RLB1000 is a reliable and high-speed fixed-position barcode scanner that uses Opticon’s proprietary

scan engine technology making 1000 scans per second.

Project item alleen te bestellen per 100 stuks.

Mocht u geïnteresseerd zijn, vraag dan een offerte aan.

Product Features

This high-speed Opticon RLB1000 device is sealed up to IP 54 standards and withstands drops of 0.75 meter.

The mounting holes on the sides and bottom of the compact housing maximize the mounting options.

Different interfaces provide fast integration in any business process. The scanner can be controlled by

software commands or external signals from the host.

Specifications

Opticon RLB-1000 Fixed Position Laser Barcode Scanner
Article number 12063 Opticon RLB-1000 RS232 No Connector (Project item)

Operating indicators

Visual: 1 LED (red/green/orange)
Non-visual: Buzzer

Communication

RS232

Power

Voltage requirement: 5V ± 10%

http://www.opticon.shop/barcode-scanners-stationair.php
http://www.opticon.shop/offerteproject.php?artikel=RLB1000-12063-fixed-mount-inbouwscanner&aantal=100


Current consumption: Max. 500mA

Barcode scanner Optics

Light source: 650 nm visible laser diode
Scan method: Polygon mirror
Scan rate: 1000 scans/sec
Trigger mode: Manual, multiple read, serial software trigger
Reading pitch angle: -30 to 0°, 0 to +30°
Reading skew angle: -60 to -7°, +9 to +60°
Reading tilt angle: -25 to 0°, 0 to +25°
Curvature: R>15 mm (EAN8), R>20 mm (EAN13)
Min. resolution at PCS 0.9: 0.15 mm / 6 mil
Depth of field: At PCS 0.9, Code 39
70 - 330 mm / 2.76 - 12.99 in (1.0 mm / 39 mil)
60 - 270 mm / 2.36 - 10.36 in (0.5 mm / 20 mil)
60 - 200 mm / 2.36 - 7.87 in (0.25 mm / 10 mil)
70 - 140 mm / 2.76 - 5.51 in (0.15 mm / 6 mil)

Supported Symbologies

Supported 1D barcode Symbologies: JAN/UPC/EAN incl. add on, Codabar/ NW-7, Code 11, Code 39, Code 93, GS1-
128 (EAN-128), IATA, Industrial 2of5, Interleaved 2of5, MSI/Plessey, S-Code, Telepen, Tri-Optic, UK/Plessey Postal
code: Chinese Post
Supported 2D barcode Symbologies: MicroPDF417, PDF417

Durability

Temperature in operation: 0 to 45 ºC / 32 to 113 ºF
Temperature in storage: -20 to 65 ºC / -4 to 149 ºF
Humidity in operation: 5 - 90% (non-condensing)
Humidity in storage: 5 - 90% (non-condensing)
Ambient light immunity: Fluorescent 4,000 lx max, Direct sun 80,000 lx max, Incandescent 4,000 lx max
Antistatic electricity: 15kV (non-destructive)
Drop test: 0.75 m / 2.5 ft drop onto concrete surface
Protection rate: IP 54

Physical

Dimensions (w x h x d): 29 x 17 x 34 mm / 1.14 x 0.67 x 1.34 in
Weight body: Ca. 30 g / 1.06 oz (excl. cable)
Case: Metal diecast, Black

Regulatory & Safety

Product compliance: CE, FCC, VCCI, RoHS, JIS-C-6802 Class 2, IEC 60825-1 Class 2, FDA CDRH Class II

Warranty

2 year Manufacturer warranty / Fabrieks garantie

Downloads

Accessories
Sold separately

Power supply 100-240V/0.5A, 50/60 Hz, 5V/2A (for RS232)
Universal Menubook Article number : 10961

Models

Interface versions: RS232

http://opticon.com/terms-conditions/
http://www.opticon.shop/10961.htm

